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1   	Robuschi RBDV-125, 3800 CFM, 27" HG
blower, Pressure & vacuum 4 way valve;

2 	 Dynablast 700,000 BTU boiler, 12V;
3 	 Fully insulated and heated aluminum cabinet,

(4) access doors, retractable ladder and 
hand rail;

4 	 3/16 Carbon steel cyclone & drop box;
5 	 30 tons dump hoist;
6 	 Air actuated vacuum breaker;
7 	� Aluminum cabinet 46"x36"x36" (driver side);
8 	 20" man hole & primary shut off valve, 18"

stainless steel float ball;
9 	 23' hydraulic boom, 220° rotation, 8" flex hose;

10	 20' man hole;
11	 Top opening door & elbow + air actuated 

isolation valve;
12	 6" cam lock sampling port access
13	 4000 Gallons US (20 Cy) carbon steel debris

tank 76" x 16'
14      Ladder, cat walk & hand rail
15	 Fully opening rear door
16	 Signal lignt & 12 LED working lights
17	 (6) Hydraulic door lock;
18	 4" Brass decant valve, manual
19	� 6" Brass discharge valve, manual
20	 6" Brass suction valve, manual, 8" inner tube
21	 Splash guard
22	 Stainless slide plate
23	 Heavy duty bumper
24	 Aluminum budd wheel

25	 (2) aluminum hose tray
26   Heavy DELOUPE trailer
27   Stainless steel liner inside debris tank (optional)
28   Hydraulic vibrator
29   Aluminum or ABS extensions + rack
30   Multiplex color screen in stainless steel control

box
31  Fully insulated & heated water box, load sense

hydraulic system, air purge system, Pratissoli 
KT20 water pump, 6000 PSI/ 10 GPM, 100' 
3/8" dia. hose & hydraulic hose reel, Wabasto 
diesel fuel heater for water box & large cabinet, 
1260 Gallons US plastic water tank inside 
enclosure

32  Final filtration 10 microns cartridge
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